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SPECIFICATION & OPERATION

Rugged construction, built from high quality refractory brick and ceramic fibre ensuring
long life and maximum productivity

Swing door design with safety switch, fully complies with health & safety regulations

External wax tray

New mild steel with enamel coating construction for longer life, less heat loss

Double skin cool wall furnace

Stainless steel or ceramic floor, built in top flue chimney. 

Max temperature - 1000C
Normal operating temperature - <800-900C

Thermocouple with digitial controller supplied, latest design, usually 5 programs, with 4
steps, 4 stages supplied as standard. 

Electric Burnout Furnaces

Furnace No Internal dimensions External dimensions No flasks, typical
4” x 6” flanged

MINI
width   9”  (230 mm)
depth 9”  (230 mm)
height 9” (230 mm)  

width   15”  (280 mm)
depth 17”  (430 mm)
height 21” (530 mm)

2

No 1 Furnace
width 13.4”  (340 mm)
depth 13.4”  (340 mm)
height 13.4” (340 mm)

width   24”  (600 mm)
depth 28”  (710 mm)
height 34” (860 mm)

5  (9” tall)

No 4 Furnace
width 16”  (410 mm)
depth 25”  (635 mm)
height 18” (460 mm)

width 31”  (790 mm)
depth 41”  (1040 mm)
height 64” (1625 mm)

20 (6”tall)
10 (9” tall)

MINI furnace

No 1 Furnace

No 4 Furnace   No 1 Furnace


