
Schultheiss VPC pure
EASY, FAST AND RELIABLE. THE PERFECT SOLUTION FOR 
FILIGREE AND SMOOTH ITEMS

VPC pure
Main power 11 kW
Casting quantity in 18 kt
up to 2.500 g

Automatic
casting

Remote
control

Reduction
in gold loss

Perfect 
mixing

Safety
temperature

Fastest pressure,
short cycle times

Precise, reproducible,
filigree parts

Vacuum, differential 
injection, pressure 
casting

- For more information visit the website of our partner Hewitt www.hewitt-impex.co.uk -



VPC pure

General 
Specifi-
cations

Casting quantity in 18 kt 2.500 g

Casting quantity in silver 1.600 g

Max. temperature 1.500 °C (S-Type) / 1.050 °C (K-Type)

Flask max. size (D x H) 130 x 300 mm

Dimensions W x D x H 750 x 860 x 1.100 mm 

Main power 11 kW (3-phase)

Control 
Features

Automation „Program automatic -one-button control-“

Connected (dashboard, prog. mgmt.)

Casting 
Features

Pressure-differential casting

Injection casting 

Extreme overpressure (3 bar) 0,3 MPa

Flange flask (sealing on flask ring)

Metallurgy 
Features

Direct vibration technology

Graining system

Flangeless flask (sealing on top)

Super alloying
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